“This document has been prepared by AECOM Ltd ("AL") for the sole use of our Client {the "Client”) and in accordance with generally accepted consultancy principles, the budget for fees and the terms of reference agreed between AL and the Client. Any
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NOTES:

1. THIS DRAWING IS TO BE READ IN
CONJUNCTION WITH ALL OTHER RELEVANT
DRAWINGS AND THE AECOM DRAINAGE
STRATEGY REPORT, DOCUMENT REFERENCE
60212470-HIG-002. ANY DISCREPANCIES,
ERRORS OR OMISSIONS TO BE BROUGHT TO
THE ATTENTION OF AECOM.

2. ALL DIMENSIONS TO BE CHECKED BEFORE
COMMENCEMENT OF WORK ON SITE.

3. ALL DIMENSIONS IN METRES UNLESS
OTHERWISE STATED.

4. PIPES @ IN MILLIMETRES UNLESS OTHERWISE
STATED.

5. ALL WORKS TO BE IN ACCORDANCE WITH THE
SPECIFICATION FOR HIGHWAY WORKS (SHW).

6. ALL EARTHWORKS/GROUNDWATER DRAINAGE
PIPES TO BE FILTER DRAINS WITH THE
EXCEPTION OF PIPES RUNNING ACROSS
HIGHWAY. THESE PIPES ARE TO BE
UNPERFORATED CARRIER DRAINS.

KEY:
—ww— EXISTING DRAINAGE (COMBINED)

———sw- EXISTING DRAINAGE (SURFACE)
~nnann EXISTING CULVERT
EXISTING WATERCOURSE
PROPOSED SYPHON
=== PROPOSED HIGHWAY DRAINAGE

mmOm== PROPOSED EARTHWORKS /
GROUNDWATER DRAINAGE

nnrnnr PROPOSED CULVERT
/i PROPOSED OUTFALL LOCATION
....... PROPOSED RISING MAIN
1.005/A PROPOSED PIPE NETWORK
NAME AND NUMBER
NETWORK NAME AND NUMBER

RE-A-1 PROPOSED RODDING EYE NUMBER
AND NETWORK NAME

[ /"/] PROPOSED PONDITANK

= = LIMIT OF DEVIATION

~—° PROPOSED FENCELINE (TAKEN FROM
LATEST HIGHWAY DESIGN LAYOUT)

<—— DIRECTION OF PROPOSED HIGHWAY
LONGFALL

— ov — EXISTING OIL PIPELINE
— o« — PROPOSED OIL PIPELINE

— = = PROPOSED 300mm INTERNAL & SLIPFORM|
SLOT DRAIN (BY EXTRUDAKERB OR
SIMILAR APPROVED). MAXIMUM LENGTH
BETWEEN OUTFALLS APPROX 300m (TBC
AT DETAIL DESIGN)
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